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Bioretention Areas & Rain Gardens

Standard Description
2 - Peak Flow N/A

3 - Recharge An exfiltrating bioretention area provides groundwater recharge.

4 - TSS 
Removal

90% TSS removal credit with adequate pretreatment

5 - Higher 
Pollutant 
Loading

Can be used for certain land uses with higher potential pollutant loads if lined and sealed 
until adequate pretreatment is provided. Adequate pretreatment must include 44% TSS 
removal prior to infiltration. For land uses that have the potential to generate runoff with 
high concentrations of oil and grease such as high intensity use parking lots and gas stations, 
adequate pretreatment may also include an oil grit separator, sand filter or equivalent.  In 
lieu of an oil grit separator or sand filter, a filtering bioretention area also may be used as a 
pretreatment device for infiltration practices exfiltrating runoff from land uses with a potential 
to generate runoff with high concentrations of oil and grease.

6 -  Discharges 
near or to 

Critical Areas

Good option for discharges near cold-water fisheries.  Should not be used near bathing 
beaches and shellfish growing areas.

7 - 
Redevelopment

Suitable with appropriate pretreatment

Ability to meet specific standards

Pollutant Removal Efficiencies
Total Suspended Solids (TSS)  90% with vegetated filter strip or equivalent•	
Total Nitrogen    30% to 50% if soil media at least 30 inches•	
Total Phosphorus    30% to 90%•	
Metals •	 (copper, lead, zinc, cadmium)  40% to 90% 
Pathogens (coliform, e coli)  Insufficient data•	

Description: Bioretention is a technique that uses 
soils, plants, and microbes to treat stormwater 
before it is infiltrated and/or discharged. 
Bioretention cells (also called rain gardens in 
residential applications) are shallow depressions 
filled with sandy soil topped with a thick layer of 
mulch and planted with dense native vegetation. 
Stormwater runoff is directed into the cell via 
piped or sheet flow. The runoff percolates through 
the soil media that acts as a filter.
There are two types of bioretention cells: those 
that are designed solely as an organic filter 
filtering bioretention areas and those configured 
to recharge groundwater in addition to acting as 
a filter exfiltrating bioretention areas. A filtering 
bioretention area includes an impermeable 
liner and underdrain that intercepts the runoff 
before it reaches the water table so that it may 
be conveyed to a discharge outlet, other best 
management practices, or the municipal storm 
drain system.  An exfiltrating bioretention area  
has an underdrain that is designed to enhance 
exfiltration of runoff into the groundwater.
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Advantages/Benefits:
Can be designed to provide groundwater recharge and preserves the natural water balance of the site•	
Can be designed to prevent recharge where appropriate•	
Supplies shade, absorbs noise, and provides windbreaks•	
Can remove other pollutants besides TSS including phosphorus, nitrogen and metals•	
Can be used as a stormwater retrofit by modifying existing landscape or if a parking lot is being resurfaced•	
Can be used on small lots with space constraints•	
Small rain gardens are mosquito death traps•	
Little or no hazard for amphibians or other small animals•	

Disadvantages/Limitations:
Requires careful landscaping and maintenance•	
Not suitable for large drainage areas•	

Special Features:
Can be lined and sealed •	
to prevent recharge where 
appropriate
Adequate pretreatment is •	
essential
Not recommended in areas •	
with steep slope
Depth of soil media depends •	
on type of vegetation that is 
proposed
Soil media must be 30 inches •	
deep to achieve removal of 
nitrogen

Activity Frequency
Inspect and remove trash Monthly
Mow 2 to 12 times per year
Mulch Annually
Fertilize Annually
Remove dead vegetation Annually
Prune Annually

Maintenance

adapted from the Vermont Stormwater Manual
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